A LITTLE BIT OLIGO Lichttechnik GmbH
Tannenweg 1
SMART.POINT System DE - 53757 Sankt Augustin
Germany
www.oligo.de
info@oligo.de

Art.-Nr. / ltem-No.
20-898-4X-YY  2700K
20-898-5X-YY  3000K

Dieses Produkt enthdlt Lichtquelle/n des Typs Citizen Electronics Co., LTD.,
CLU028-1203C4-273H5M3-F1 / CLU028-1203C4-303H5M3-F1 der Energieeffizienzklasse E.

@ Leuchtmittel nicht ersetzbar @ Bulb inte utbytbara

Bulbs not replaceable @ Lyspcerer kan ikke skiffes ut

@ Lamp niet vervangbaar ® Valistusvdlinettd ei voi vaihtaa

® Ampoules non remplacables @ Ampuller degistirilemez

@ Lampadina non sostituibile Zrédto Swiatta nie jest wymienne

@ Bombillas no reemplazables @ O1 AapmrTipeg dev avTikadiotavral

@ L&dmpada n&o substituivel @ CeeToavoabl He NOAAATCS 3aMeHe

Ljuskdllorna kan infe bytas ut i) 4 Ls ye beloYl Ol jugé
DC 24V 8w LED/ CRI - RA >90 / 650lm / 3000 K @:

(D> | Spannung Belastung Lampe

@B | Voltage Loading Bulb IEC 62471 (EN 62471)

(@] Spanning Belasting Verlichtingsmiddel RG1 - LOW RISK

(D) Tension Charge Ampoule

o Tensione Carico Sorgentfe luminosa a @

&> | Tension Carga Lampara option OC PWM

P> | Tens@o Carga Lampada HomeMatic

(G} Spcending Belastning Pcere CASAM BI

(&} Spdnning Belastning Ljuskalla

(N> | Spenning Fatning Lampe

FD Jannite Kuormitus Lamppu

@R> | Gerilim Yk Lamba

(G} Napiecie Oprawka Lampa f' X @ &a?"

@R | Téon YTrodoxnA AauTrTipag :

RUS HanpsxeHnve Harpyaka JNamnouka c E .K%

TAB | el agall 313l Zlaadl

MO51594 Ver.4 - 11-21



OLIGO

AN - B -,

SAFETY INSTRUCTIONS

@ READY OPTION SMART.POINT : 60-311-10-00 DALI CONVERTER
OPTION PHASE : D33-624-10-XX DC 24V DALI ADAPTER

i OPTION SMART.POINT : 60-312-11-00 HM RF-MODULE
HomeMatic reaoy OPTION SMART.TRACK : 23-625-11-XX HM 1Q-MODULE

OPTION SMART.POINT : 60-312-10-00 BT RF-MODULE
CASAMBIREADY 5o SMART TRACK : 23.625-10-XX BT IQ-MODULE

*D|M o READY Open Collector / PWM max.20kHz / 5mA / max. DC 24V
GND OC Active High / >3V = ON / <2V = OFF / min. Duty Cycle >1us
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