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�!�E�A�O�A�O���-�N�K�@�Q�G�P���A�J�P�D�Ç�H�P���A�E�J�A�J���*�E�G�N�K�L�N�K�V�A�O�O�K�N����@�A�N���=�H�H�A��
Schalt- und Dimmfunktionen steuert.

Einschalten / Ausschalten
�+�=�?�D���@�A�I���3�A�N�>�E�J�@�A�J���I�E�P���@�A�I���0�P�N�K�I�J�A�P�V���>�A�P�Ç�P�E�C�A�J���0�E�A��
�G�Q�N�V���@�A�J���1�=�O�P�A�N���-���>�>����� �
���V�Q�I���"�E�J�O�?�D�=�H�P�A�J���@�A�N���)�A�Q�?�D�P�A��
�!�Q�N�?�D���J�K�?�D�I�=�H�E�C�A�O���G�Q�N�V�A�O�����A�P�Ç�P�E�C�A�J���@�A�N���1�=�O�P�A���O�?�D�=�H�P�A�P��
sich die Leuchte ab.

Dimmen
Längere Betätigung der Taste startet den Dimmvorgang. 
�!�E�A���2�I�G�A�D�N���@�A�N���!�E�I�I�N�E�?�D�P�Q�J�C���A�N�B�K�H�C�P���>�A�E���J�K�?�D�I�=�H�E�C�A�N���
längerer Betätigung. 
�!�=�O���"�N�N�A�E�?�D�A�J���@�A�O���I�=�T�����%�A�H�H�E�C�G�A�E�P�O�S�A�N�P�A�O���S�E�N�@���@�Q�N�?�D���G�Q�N�V�A�O��
Blinken der LED signalisiert. Bei min. Helligkeitswert stoppt 
der Dimmvorgang.
 
Standard-Modus: Anschluss an nicht geschaltete Steck -
dose
�!�E�A���H�A�P�V�P�A���%�A�H�H�E�C�G�A�E�P���S�E�N�@���J�=�?�D�����Q�O�O�?�D�=�H�P�A�J���@�A�N���)�A�Q�?�D�P�A��
�=�Q�P�K�I�=�P�E�O�?�D���C�A�O�L�A�E�?�D�A�N�P���Q�J�@���>�H�A�E�>�P���A�N�D�=�H�P�A�J����O�K�H�=�J�C�A���@�E�A��
�)�A�Q�?�D�P�A���=�I���0�P�N�K�I�J�A�P�V���=�J�C�A�O�?�D�H�K�O�O�A�J���>�H�A�E�>�P�����"�N�J�A�Q�P�A�O���"�E�J-
schalten über den Taster stellt dann diesen gespeicherten 
�4�A�N�P���S�E�A�@�A�N���D�A�N�������A�E���1�N�A�J�J�Q�J�C���R�K�I���0�P�N�K�I�J�A�P�V���C�A�D�P���@�E�A��
Speicherung verloren. 

Memory-Modus: Anschluss an geschalteten Steckdosen (Funk -
steckdosen o. Ä.)
�&�I�����Q�O�H�E�A�B�A�N�Q�J�C�O�V�Q�O�P�=�J�@���>�H�A�E�>�P���@�E�A���)�A�Q�?�D�P�A���J�=�?�D���@�A�I���3�A�N�>�E�J-
�@�A�J���I�E�P���@�A�I���0�P�N�K�I�J�A�P�V���=�Q�O�C�A�O�?�D�=�H�P�A�P����>�E�O���O�E�A���@�Q�N�?�D�����A�P�Ç�P�E�C�A�J��
des Tasters eingeschaltet wird. Soll sich die Leuchte beim 
�3�A�N�>�E�J�@�A�J���S�E�A�@�A�N���I�E�P���@�A�I���H�A�P�V�P�A�J����C�A�O�L�A�E�?�D�A�N�P�A�J���%�A�H�H�E�C�G�A�E�P�O-
�S�A�N�P���A�E�J�O�?�D�=�H�P�A�J����I�Q�O�O���O�E�A���E�J���@�A�J���A�J�P�O�L�N�A�?�D�A�J�@�A�J���*�K�@�Q�O���Q�I-
geschaltet werden. Dies geschieht durch Betätigen und Halten 
�@�A�O���1�=�O�P�A�N�O���Q�J�@���C�H�A�E�?�D�V�A�E�P�E�C�A�I���"�E�J�O�P�A�?�G�A�J���@�A�O���+�A�P�V�O�P�A�?�G�A�N�O�����!�E�A��
erfolgte Umstellung wird durch 3-maliges Blinken der Leuchte 
�=�J�C�A�V�A�E�C�P�����4�E�N�@���J�Q�J���A�E�J���E�J�@�E�R�E�@�Q�A�H�H�A�N���%�A�H�H�E�C�G�A�E�P�O�S�A�N�P���A�E�J�C�A�O�P�A�H�H�P���
wird dieser Helligkeitswert nach 15 Sekunden automatisch 
gespeichert.
�2�I���V�Q�N�Û�?�G���E�J���@�A�J���0�P�=�J�@�=�N�@���*�K�@�Q�O���V�Q���O�?�D�=�H�P�A�J����N�Q�B�A�J���0�E�A���@�A�J��
oben beschriebenen Umschaltvorgang erneut auf. Die Leuch -
te signalisiert die Umschaltung in den Standard-Modus durch 
1-maliges Blinken.

Fehlerbehebung
Sollte die Leuchte nicht wie vorgesehen auf Tastenbetätigung 
�N�A�=�C�E�A�N�A�J����P�N�A�J�J�A�J���0�E�A���>�E�P�P�A���@�E�A���0�P�N�K�I�V�Q�B�Q�D�N���B�Û�N���I�E�J�����������0�A�G�Q�J-
�@�A�J����Q�I���@�A�J���*�E�G�N�K�L�N�K�V�A�O�O�K�N���V�Q�N�Û�?�G�V�Q�O�A�P�V�A�J�������A�O�P�A�D�P���@�A�N���#�A�D�H�A�N��
�S�A�E�P�A�N�D�E�J����G�K�J�P�=�G�P�E�A�N�A�J���0�E�A���>�E�P�P�A���&�D�N�A�J���%�Ç�J�@�H�A�N��
�"�E�J���G�Q�N�V�A�O����D�A�H�H�A�O�����Q�f�A�Q�?�D�P�A�J���@�A�N���)�A�Q�?�D�P�A���>�A�E���3�A�N�>�E�J�@�Q�J�C���@�A�N��
�0�P�N�K�I�V�Q�B�Q�D�N���B�Û�N���>�E�O���V�Q�������0�A�G�Q�J�@�A���E�O�P���=�Q�B���@�A�J���&�J�E�P�E�=�H�E�O�E�A�N�Q�J�C�O�L�N�K-
�V�A�O�O���@�A�O���*�E�G�N�K�L�N�K�V�A�O�O�K�N�O���V�Q�N�Û�?�G�V�Q�B�Û�D�N�A�J���Q�J�@���G�A�E�J���#�A�D�H�A�N���@�A�N��
Leuchte.
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�1�D�E�O���L�N�K�@�Q�?�P���?�K�J�P�=�E�J�O���=���I�E�?�N�K�L�N�K�?�A�O�O�K�N����S�D�E�?�D���?�K�J�P�N�K�H�O���=�H�H��
switching and dimming functions.

�0�S�E�P�?�D�E�J�C���K�J�����K�¦
���B�P�A�N���?�K�J�J�A�?�P�E�J�C���P�K���P�D�A���I�=�E�J�O���O�Q�L�L�H�U����>�N�E�A�f�U���L�N�A�O�O���P�D�A��
button (Fig. C) to switch the lamp on. The lamp is swit -
�?�D�A�@���K�¦���>�U���>�N�E�A�f�U���L�N�A�O�O�E�J�C���P�D�A���>�Q�P�P�K�J���=�C�=�E�J��

Dimming
Longer pressing of button starts the dimming process 
of the lamp. Press longer again to reverse the dimming 
�L�N�K�?�A�O�O�����0�D�K�N�P���f�=�O�D�E�J�C���K�B���P�D�A���)�"�!���O�E�C�J�=�H�E�O�A�O���P�D�=�P���P�D�A���I�=-
ximum brightness has been reached. Upon reaching the 
�I�E�J�E�I�Q�I���>�N�E�C�D�P�J�A�O�O����P�D�A���@�E�I�I�E�J�C���L�N�K�?�A�O�O���O�P�K�L�O��

Standard mode: Connection to a non-switched socket
�&�B���P�D�A���H�=�I�L���E�O���O�A�P���P�K���=�J���E�J�@�E�R�E�@�Q�=�H���>�N�E�C�D�P�J�A�O�O���R�=�H�Q�A����P�D�E�O��
value is automatically stored and remain as long as the 
lamp stays connected to the mains supply. Switching 
on again using the button restores this saved value. The 
memory function is lost upon disconnection from the 
mains supply. 

Memory mode: Connection to switched sockets (radio-opera -
ted sockets or similar)
�&�J���E�P�O���@�A�H�E�R�A�N�A�@���?�K�J�@�E�P�E�K�J����P�D�A���H�=�I�L���N�A�I�=�E�J�O���K�¦���=�B�P�A�N���?�K�J�J�A�?-
tion to the mains supply until it is switched on by pressing the 
button. If you wish the lamp to switch on after connection with 
�P�D�A���H�=�O�P���O�P�K�N�A�@���>�N�E�C�D�P�J�A�O�O���R�=�H�Q�A����E�P���I�Q�O�P���>�A���O�S�E�P�?�D�A�@���K�R�A�N���P�K���P�D�A��
appropriate mode. This happens by pressing and holding the 
button and plugging in the mains plug at the same time. The 
�H�=�I�L���f�=�O�D�A�O�������P�E�I�A�O���P�K���E�J�@�E�?�=�P�A���P�D�A���O�S�E�P�?�D�K�R�A�N�����&�B���E�J�@�E�R�E�@�Q�=�H��
�>�N�E�C�D�P�J�A�O�O���R�=�H�Q�A���E�O���O�A�P���=�P���P�D�A���H�=�I�L����P�D�A���>�N�E�C�D�P�J�A�O�O���R�=�H�Q�A���E�O���O�=�R�A�@��
automatically after 15 seconds.
To switch back to the standard mode please redo the Memory 
mode switching process as descripted above. The lamp now 
�f�=�O�D�A�O�������P�E�I�A���P�K���E�J�@�E�?�=�P�A���P�D�A���O�S�E�P�?�D�K�R�A�N���P�K���O�P�=�J�@�=�N�@���I�K�@�A��

Fault correction
If the lamp does not react as planned when the button is 
�L�N�A�O�O�A�@����K�N���E�B���P�D�A���)�"�!���O�P�=�N�P���P�K���f�=�O�D����@�E�O�?�K�J�J�A�?�P���P�D�A���H�=�I�L���B�N�K�I��
the mains supply for at least 30 seconds to reset the micropro -
cessor. Please contact your dealer if the fault persists.
A short switch-on at full brightness after connecting to the 
�I�=�E�J�O���O�Q�L�L�H�U���B�K�N���Q�L���P�K�������O�A�?�K�J�@���E�O���=���J�K�N�I�=�H���K�L�A�N�=�P�E�K�J����?�=�Q�O�A�@��
by the microprocessors initial process and therefore it is no 
technical error.

Schalt-, Dimm- und Programmierfunktionen

Switching, dimming and programming functions


